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The SILENT DISCO BOX RS800 is specially designed for the SILENT DISCO BOX headphones. 
The transmitter has an external antenna which achieves an effective range of 50 meters. The 
basic design and straightforward controls are easy to use. The transmitter is equipped with a 
stereo input on a RCA connector. The transmitter can communicate on one to three channels, 
equal to the SILENT DISCO BOX wireless headphones.

1. Connect the power adapter to the transmitter and the 230V power outlet.
2. When the power is connected the red LED indicator is illuminated. However, without an audio 

signal the transmitter will power off in 3 to 5 minutes.
3. Connect the audio source to the stereo RCA input. When there is no audio signal present the 

transmitter will power down after 3 to 5 minutes.
4. Match the channel switch to the headphones.

Quick Start.

Wireless Stereo transmitter UHF/RF system FM modulation.
Operating distance up to 50 meters.
LED power/audio indicator.
Frequencies; 863.100Mhz, 863.800Mhz, 864.950Mhz.
Frequency response 30-20000 Hz
Power supplied DC 12V 150mA.
Signal to noise ratio >75dB.
Channel separation >50dB.
Distortion <1%

Specifications.
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Especificaciones
Transmisor estéreo inalámbrico Sistema UHF/RF 
Modulación FM. Distancia de funcionamiento hasta 50 
metros. Indicador LED de alimentación/audio. 
Frecuencias; 863.100Mhz, 863.800Mhz, 864.950Mhz. 
Respuesta de frecuencia 30-20000 Hz
Alimentación suministrada DC 12V 150mA.
Relación señal-ruido >75dB.
Separación de canales >50dB.
Distorsión <1%

SDB SR800 Wireless transmitter
El Silent Disco Box SR800 està especialmente deseïdo para los auriculares Silent Disco Box. 
El transmisor tiene una antena externa que logra un alcance efectivo de 50 metros. El diseïo 
bàsico y los controles sencillos son fàciles de usar. El transmisor està equipado con una 
entrada estèreo en un conector RCA. El transmisor puede comunicarse desde uno a tres 
canales, igual que los auriculares inalàmbricos Silent Disco Box.

Inico ràpido.
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1.  Conecta el adaptador de corriente al transmisor y a la toma de corriente de 230V.
2. Cuando se conecta la alimentaciòn, el indicador LED rojo se ilumina. Sin embargo, 

cuando no hay seï al de audio, el transmisor se apagarà en 3 a 5 minuto.
3. Conecta la fuente de audio a la entrada RCA estèreo. Cuando no hay seï al de 

audio presente, el transmisor se apagarà despuès de 3 a 5 minutos. 
4. Haga coincidir el interruptor de canal con los auriculares.




